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CURTAIN TRACKS 


TRACK AND 
CARRIER 
ASSEMBLY 






ARE YOU ON THE RIGHT TRACK? 

SUGGESTED SPECIFICATIONS FOR CURTAIN TRACKS 





AUTOMATIC DEVICES COMPANY: 

CURVIT-SURE Model 350 (or 340) Curtain Tracks 

Curtain Tracks shall be of 12 gauge aluminum l-channel construction, with inverted L-shaped 
flanges on each side of center beam to assure channel rigidity and provide two separate 
parallel treads for carrier wheels and runways for cord. Each curtain carrier shall be of 
nylon-coated steel construction and shall include two neoprene-tired ball bearing wheels. 
Each curtain carrier shall consist of a free-moving plated swivel to accommodate curtain 
snap hook. End pulley blocks shall be equipped with special noise-proof fibre ball bearing 
wheels to include brass retaining ring for locking ball bearing to wheel. The manufacturer 
shall furnish an adjustable floor pulley for increasing or decreasing cord tension. Operating 
cord shall be of 14" diameter, extra quality yarn with wire-center. Model 350 (or 340) 
as manufactured by Automatic Devices Company of Allentown, Pa. 


SILENT-STEEL Model 280 Curtain Tracks 

Curtain Tracks shall be of 14 gauge full steel construction, entirely enclosed except for slot 
in bottom, each half to be in one continuous piece. Each curtain carrier shall be supported 
on a ball-bearing by two special composition rubber wheels held to ball-bearing by 
rustproof nickel plated rivet, such wheels rolling on two separate parallel treads. Each 
curtain carrier shall consist of a free-moving plated swivel and sufficient trim chain to 
accommodate curtain snap hook. End pulley blocks shall be adjustable and shall be 
equipped with steel ball-bearing wheels adequately guarded. Rubber bumpers shall be 
inserted between each curtain carrier to function as noise eliminators. The manufacturer 
shall furnish two end stops for placement at each track end and an adjustable floor pulley 
for increasing or decreasing cord tension. Stretch-resistant operating cord shall have 
fiberglas center and shall be of Vs" diameter, extra quality yarn. Model 280 as manu¬ 
factured by Automatic Devices Company of Allentown, Pa. 


BESTEEL Model 170 (or FENESTEEL 260) Curtain Tracks 

Curtain Tracks shall be of 14 gauge full steel construction, entirely enclosed, except for 
slot in bottom, each half to be one continuous piece. Each curtain carrier shall be of plated 
steel construction, supported on self-lubricating bearings by two special composition 
rubber wheels held to block by rust-proof nickel plated rivet, such wheels rolling on two 
separate parallel treads. Each curtain carrier shall consist of a free-moving plated swivel 
to accommodate curtain snap hook. End pulley blocks shall be adjustable and shall be 
equipped with steel ball bearing wheels adequately guarded. The manufacturer shall 
furnish two end stops for placement at each track end and an adjustable floor pulley for 
increasing or decreasing cord tension. Stretch-resistant operating cord shall have fiberglas 
center and shall be of 14" diameter, extra quality yarn. Model 170 (or Fenesteel 260) 
as manufactured by Automatic Devices Company of Allentown, Pa. 


RIG-I-FLEX Model 140 Curtain Tracks 

Curtain Tracks shall be of 11 gauge aluminum I-Beam construction. Each curtain carrier 
shall be of steel construction and shall include two neoprene-tired ball bearing wheels 
rolling on two separate parallel treads. Each curtain carrier shall consist of a free-moving 
plated swivel to accommodate curtain snap hook. End pulley blocks shall be equipped 
with steel ball-bearing wheels adequately guarded. The manufacturer shall furnish an 
adjustable floor pulley for increasing or decreasing cord tension. Track shall be rigidly 
supported from ceiling clamps or hanging clamps. Stretch-resistant operating cord shall 
have fiberglas center and shall be of 14" diameter, extra quality yarn. Model 140, 
as manufactured by Automatic Devices Company of Allentown, Pa., shall function as a 
“bend-it-yourself” curved track with special ball-bearing idler brackets and ball-bearing 
spindles obtainable from the manufacturer. Model 141, as manufactured by Automatic 
Devices Company of Allentown, Pa., shall function as a straight track. 


FLEX-I-TRAC Model 130 Curtain Tracks 

Curtain Tracks shall be of 13 gauge aluminum I-Beam construction. Each curtain carrier 
shall be of stiff wire construction supported on two self-lubricating nylon wheels rolling on 
two parallel treads. Curtains shall be “walked along” and shall traverse curves formed 
on-the-job. Track shall be rigidly supported from hanging clamps or ceiling brackets. 
Model 130 as manufactured by Automatic Devices Company of Allentown, Pa. 


ADC DRAPERY TRACK CORPORATION: 

TRAK-EZE Model 210 Drapery Tracks 

Curtain Tracks shall be of aluminum construction, entirely enclosed except for slot in bottom, 
and in one continuous piece. Each curtain carrier shall be of plated steel construction 
consisting of nylon wheel with polyethylene tread, and shall roll along two separate 
raceways in a single track. Track design shall permit unlimited center overlap. End pulley 
blocks shall be equipped with nylon ball bearing wheels adequately guarded. Stretch- 
resistant operating cord shall have fiberglas center and shall be of 2 A6 n diameter, extra 
quality yarn. All moving parts shall be concealed inside the track. Model 210 as manu¬ 
factured by ADC Drapery Track Corporation of Allentown, Pa. 


APP. 

TRACK 

SHAPE 
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214 " 

x 

214 " 


SPANOTRAC Model 104 (or 105) Drapery Tracks 

Curtain Tracks shall be of aluminum construction, entirely enclosed, except for slot in bottom, 
and in one continuous piece. Each curtain carrier shall be of plated steel construction sup¬ 
ported on self-lubricating bearings by two special composition rubber wheels, rolling on two 
separate parallel treads. Each curtain carrier shall consist of a free-moving plated swivel 
to accommodate curtain snap hook. End pulley blocks shall be adjustable and shall be 
equipped with nylon wheels adequately guarded. The manufacturer shall furnish a 
floor pulley for hand operation. Stretch-resistant operating cord shall have fiberglas 
center and shall be of 14" diameter, extra quality yarn. Model 104 (or 105) as manu¬ 
factured by ADC Drapery Track Corporation of Allentown, Pa. 
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SELECTOR 

GUIDE 


Minimum Radius: 6'. 

For all lengths with medium- 
to-heavy weight curtains. 
Sketches reflecting radius of 
curve must be submitted. 
Obtainable as single (Model 
340) or double-sectioned 
(Model 350) unit. 


For all lengths with any weight 
curtains. 

Special models available to 
produce quietest possible cur¬ 
tain movement. 


c* 


For lengths up to 36' with 
light and medium weight 
curtains. 

Model 170 double-sectioned 
unit; Model 260 single- 
sectioned unit. 

Special models available to 
produce quietest possible cur¬ 
tain movement. 


Minimum radius: 6". 

For all lengths with medium- 
weight curtains. 

Curved on-the-job. 

“Walk-along” unit (Model 
142) also available. 


For short-to- medium lengths 
with light-to-medium weight 
cydorama curtains. 

Curved on-the-job. 


For lengths up to 30' with 
medium-weight curtains. 

Cord-concealed track installed 
as single-sectioned unit. 


For lengths up to 20' with 
light-to-medium weight cur¬ 
tains. 

Obtainable as single (Model 
104) or double-sectioned 
(Model 105) unit. 


FOR INFORMATION ON HOSPITAL CUBICLE TRACKS AND FOR COMPLETE DETAILS AND ILLUSTRATIONS ON 
FOR OUR NEW TWO-COLOR CATALOG AND OTHER DESCRIPTIVE LITERATURE. 


ALL ADC PRODUCTS WRITE 
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The smooth and effortless performance of stage cur¬ 
tains is of utmost importance in bringing out the full 
dramatic value of a stage presentation. In addition 
to curtain tracks ADC has a diversified line of stage 
hardware accessories to assure maximum effective¬ 
ness of the staging. 

ROTODRAPER pivotal fixtures are used for changing 
the position of curtains. They are easily manipulated 
to any degree turn and yet provide sufficient tension 
so that curtain stays anchored in desired position. 
Carriers are composed of large diameter high strength, 
high impact plastic wheels which prevent climbing in 
track channel. ROTODRAPERS obtainable for 280, 
170 and 140 tracks and for pipe suspension. 

Other ADC Stage Hardware include Adjustable 
Beam Clamps, Detachable Floor Blocks (see p-4), 
Clews (see p-4), Spring Snaps, Oval Pipe, S-Hooks, 
Jack Chain, Eye Bolts, Turnbuckles, etc. 


Only automatic control operation can accomplish a 
smooth, uniform opening and closing of a curtain—at 
just the right moment and at a constant speed—by the 
mere flip of a switch. ADC curtain machines are 
designed to provide all essential curtain movements 
by remote pushbutton control in a manner surprising¬ 
ly simple to install and unusually reliable in operation. 

A complete line of curtain machinery is obtainable— 
from 1/35 HP motors up to 5 HP. The TOM THUMB 
line offers diminutive controllers for opening and 
closing draperies in homes, offices, funeral homes, 
etc. while AUTODRAPE, SILVER SERVICE AND HER¬ 
CULES units are designed for stage spans. 

FOR COMPLETE DETAILS AND SUGGESTED SPECIFICATIONS 
FOR EACH MACHINE WRITE FOR OUR NEW TWO-COLOR 
CATALOG AND OTHER DESCRIPTIVE LITERATURE. 



Rotodraper 


STAGE HARDWARE 


Rotodraper Method of Attachment 


Adjustable 
Beam Clamp 


(M 


Detachable 
Floor Block 


CURTAIN MACHINE 


SELECTOR GUIDE 

Recommenda¬ 

tions 

HERCULES models in 650 and 700 Series have 

Va and 1 HP motors, respectively, 60 cycles, 230 
volts, 3 phase (available in other voltages, 
cycles or currents). 

With all ADC 
tracks of any 
length. 

SILVER SERVICE models in 290 Series have Vi HP 
motor, 60 cycles, 230 volts, single phase (avail¬ 
able in other voltages, cycles or currents). 

With all ADC 
tracks up to 

80 ft. 

AUTODRAPE models in 93 Series have Va HP 
motor, 60 cycles, 115 volts, single phase (avail¬ 
able in other voltages, cycles or currents). 
AUTODRAPE models in 145 Series have Vi HP 
motor, 60 cycles, 115 volts, single phase (avail¬ 
able in other voltages, cycles or currents). 

With all ADC 
tracks up to 

36 ft. 

With all ADC 
tracks up to 
50 ft. 

TOM THUMB models have l/35, l/l2 or l/6 
HP motor, 60 cycles, 115 volts, single phase. 
Machines available for automatic or non¬ 
automatic operations; instantly reversible at any 
point along travel. 

With Spanotrac, 
Trak-Eze, Fene- 
steel, and Bes- 
teel tracks. 



AUTODRAPE 

Standard Model 93 

Va HP motor for drawing medium-weight stage 
curtains. Also available in Vi and Vi HP models. 
App. 20" x 10" x 14". 



HERCULES 

Lift-Brake Model 6507 

Va HP motor for lifting heavy-weight stage 
curtains. Also available in V2 and 1 HP models. 
App. 25" x 25" x 20". 



AUTODRAPE 

Three Button Stop, Start, Reverse Model 1455 
Vi HP motor for drawing medium-to-heavy-weight 
stage curtains. Also available in !4, V2 and Va 
HP models. App. 21" x 18" x 13". 



TOM THUMB 


Non-Automatic Stop, Start, Reverse Model 67 
1/35 HP motor for drawing light-weight com¬ 
mercial and residential draperies. Also avail¬ 
able in 1 /6 HP model. App. 5" x 6" x 7". 



SILVER SERVICE 


Standard Stop, Start, Reverse Model 2911 
V2 HP motor for drawing heavy-weight stage 
curtains. Also available in Va, Vi and Vi HP 
models. App. 22" x 12" x 11". 



TOM THUMB 


Standard Stop, Start, Reverse Model 1001 
1/6 HP motor for drawing light-to-medium com¬ 
mercial and residential draperies. Also available 
in 1/35 and 1/12 HP models. App. 12" x 8" 
x 9" (incl. Casing). 







































































THER PRODUCTS 


CURTAIN TRACKS: Many distinctive track accessories are manufactured 
by ADC. BACK-PACK Guides, for example, enhance the presentation 
through a unique effect which prevents the curtain from accumulating in 
gathers until track ends are reached. Ball-bearing-wheeled carriers are 
available with nearly every ADC track as optional equipment. Most end 
sheaves are of underhanging type and are anchorable to any position 
under track without drilling. SPACE SAVERS can be used in place of 
carriers and reduce curtain stacking area. Operating cord is of finest 
quality available anywhere. 

STAGE HARDWARE: Detachable floor blocks (see p-3) are useful when 
track is to be “flyed.” Beam clamps (see p-3) are connected to I-beams 
for support of track. Spring snaps are more versatile than ordinary snap 
hooks for attaching track carriers to curtain grommets. Clews are a 
means of grouping two or more lines into one line for appropriate manual 
or electric lifting operations. 

CURTAIN MACHINES: Other electrical ADC products include machines 
equipped with chain and sprockets to assure positive drive; track-mounted 
(Flying) units; Multi-Stop mechanisms with pre-set intermediate stops; and 
sliding chalkboard operators which motivate horizontal and vertical 
chalkboards. Also obtainable are electric timers which operate as alarm 
clocks to open and close draperies at pre-set times as well as key switches 
which keep machinery under lock and key to prevent mishandling when 
not being used. 



Sprocket Drive Machine 
(App. 20* L x 10* W x 14* H) 


Timer 

(App. 5* W x 8* H x 4Vi*D) 


SOME OF OUR MOST CELEBRATED CUSTOMERS 


Colleges & Universities 

U. S. Military Academy 
U. S. Naval Academy 
U. S. Air Force Academy 
Harvard University 
Yale University 
Princeton University 
Lehigh University 
Vassar College 
Notre Dame University 
University of California 
Baylor University 
Duke University 

Schools (Public & Parochial) 

New York City 
Chicago 
Los Angeles 

and in most other communities 

Public Buildings 

The White House 

Federal Bureau of Investigation 

Offutt A. F. Base, Omaha 

C & G Staff College, Ft. Leavenworth 

Library of Congress 

The Pentagon 


Theatres 

Radio City Music Hall 
Loew’s State, New York City 
State-Lake, Chicago 
Pantages, Hollywood 
Bucks County Playhouse 
Golden Gate, San Francisco 
Metropolitan Opera House 

Television Studios 

NBC-TV, Los Angeles 
CBS-TV, Chicago 
ABC-TV, New York City 
WDSU-TV, New Orleans 
CBST-TV, Montreal 
KRON-TV, San Francisco 

Churches 

LDS Mormon Temple, Salt Lake City 
Riverside, New York City 
The Temple, Cleveland 
Buddha’s Universal, San Francisco 
Washington Cathedral 

Hospitals 

Institute of Living, Hartford 
Tripler General Hospital, Honolulu 
Jewish General Hospital, Montreal 
Walter Reed, Washington 


Hotels 

Waldorf-Astoria 
Conrad Hilton 
Fontainebleau 
Star Dust, Las Vegas 
Riviera, Havana 
Fairmont, San Francisco 
Queen Elizabeth, Montreal 
Brown Palace, Denver 

Clubs and Civic Centers 

Bohemian Club, San Francisco 
Ford Memorial Auditorium, Detroit 
Dallas Memorial Auditorium 
Miami Beach Exhibition Hall 
The Forum, Montreal 
Museum of Natural History, NYC 

Night Clubs 

Chez Paree, Chicago 
Latin Quarter, New York City 
Ciro's, Los Angeles 

Ships 

U.S.S. United States 
S.S. Brasil 

and in Business, Industry, Funeral Homes, 
Exhibits, and Residences everywhere 


Send us your problem. Our experienced engineers will be pleased to study your sketches or 
layouts for checking of dimensions and for making necessary recommendations on proper 
types of equipment. You assume no obligation in taking advantage of this service. Samples 
of ADC tracks are obtainable upon request at no charge as is our new, two-color catalog 
and other descriptive literature. Reference A.I.A. File Nos. 35-A-l, 35K and 27-C. 


OUR CREDO 

Since 1919 the name “ADC” has been synonymous with quality products, smooth 
and efficient operation, and prompt and courteous service. Each job is custom-made 
and is therefore given individual attention. Our products are sold only through 
dealers and we are proud to be associated with this closely-knit family. Their con¬ 
tinuing loyalty to “ADC” is probably the biggest single reason why we today enjoy 
the position of being the nation’s leading manufacturer of stage and drapery 
hardware. 



we support the most 
celebrated curtains 
in the world 


ADC FORM 355 7-59 30M 

PRINTED IN U.S.A. 
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